
 

BED LOFT CONVERSION KIT 

 

 

 

 



 

 

 

         

 

 

 

 

 

 

 

 

 

 

 

 

ENGLISH 

Important information. 

Read Carefully. 

Keep this information for further reference. 

WARNING 

Serious or fatal crushing injuries can 

occur from furniture tip-over. To prevent 

this furniture from tipping over it should 

be permanently fixed to the wall. 

Fixing devices for the wall are NOT 

included as different wall materials 

require different types of fixing devices.  

 

ESPANOL 

Información importante. 

Lea cuidadosamente. 

Conserve esta información para referencia. 

ADVERTENCIA 

Pueden ocurrir lesiones de aplastamiento 

graves o mortales desde el mueble 

volteado. Para evitar que este mueble se 

vuelque, debe fijarse permanentemente 

a la pared. 

No se incluyen dispositivos de fijación para la 

pared, ya que los diferentes materiales de pared 

requieren diferentes tipos de dispositivos de 

fijación.  



 

WARRANTY 

12 MONTH WARRANTY 

WHAT IS COVERED 

12 month limited warranty from date of purchase. Please retain proof of purchase. The 

manufacturer reserves the right to replace or repair any faulty unit. 

WHAT IS NOT COVERED 

The warranty does not cover damage to the unit that may occur as a result of improper installation 

or use. The manufacturer assumes no liability for any damage to property, injury to person, or 

death. 

Please feel free to contact us at service@versonel.com with any questions or visit us at www.versonel.com 

 

      

mailto:service@versonel.com
http://www.versonel.com/


 

Tools Needed:         Allan Wrench  | Tape Measure | Socket Wrench | Drill (Optional) 

 

Assembly should be done by two or more people. 

 

ANY QUESTIONS OR CONCERNS:                                                       
CONTACT US - 877-977-7627 | SERVICE@VERSONEL.COM 

mailto:service@versonel.com


 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

N1 (10x) M1 (46x) W1 (10x) 

M2 (2x) 

Allen Wrench (1x)  Drill Bit (1x)  



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

     A (2x)  
Outer Post 

B (1x) 
Inner Left Post 

C (1x) 
Inner Right Post 

F (2x) 
Rear Angle 

G (1x) 
Rear Angle Support Connector 

D (4x) 
Female Cross Support 

E (4x) 
Male Cross Support 



 

Assembly Tips 

1. Post Cup Openings Must Face Inward

 

 

2. Do Not Over Tighten Bolts During Assembly -                           

Slight adjustments will be necessary for setting bed 

 

 

 

A 

A 

B C 



 

 

3. Bed Legs Should Be Tight/Snug To Corners of Post Cups 

 

 

4. Firmly Tighten All Bolts Once Snug Fit Is Established 
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M1 (8x) 

A (1x) 

D (2x) 
4x 

4x 
D 

D 

Step One: Connect Two Female Cross  Supports (D) to One Outer Post (A) using Four M1 Bolts for each Cross Support.   



 

                                                                                                                                                                       

    

 

 

 

 

 

 

                                                                                                                        

                                  

 

            

 
 

 

2 

M1 (8x) 

A (1x) 

D (2x) 

4x 

4x 
D 

D 

Step Two: Connect Two Female Cross  Supports (D) to One Outer Post (A) using Four M1 Bolts for each Cross Support.   



 

 

 

 

 

 

 

 

 

 

 

 

                                                                                                                              

                                                                                                                                                                                     

M1 (8x) 

B (1x) 

E (2x) 

E 

E 

4x 

4x 

3 

Step Three: Connect Two Male Cross  Supports (E) to Left Inner Post (B) using Four M1 Bolts for each Cross Support.   



 

 

 

 

 

                                        

            

 

 

                                                                                                                       

                                                                                                                    

 

 

 

 

 

 

4 

M1 (8x) 

C (1x) 

E (2x) 

E 

E 

4x 

4x 

Step Four: Connect Two Male Cross  Supports (E) to Left Inner Post (C) using Four M1 Bolts for each Cross Support.   
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M1 (3x) 

G (1x) 

Step 3 Component 

2x G 

Step Five: Connect One Rear Angle Support (G) to Step 3 Assembly Component using Three M1 Bolts for Rear Angle Support.   
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M1 (3x) 

G (1x) 

Step 4 Component 

2x 

1x 

G 

Step Six: Connect One Rear Angle Support (G) to Step 4 Assembly Component using Three M1 Bolts for Rear Angle Support.   
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W 

L 

Length and Width 

Step Seven: Measure outside of post to outside of post to determine the length and width of bed frame.  Write down L & W.    
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Step 1 Component Step 5 Component 

M1 (4x) N1 (4x) W1 (4x) Step 7 Width 

Step Eight: Using Width measurement number from Step 7, connect Step 1 Assembly Component to Step 4 Assembly 

Component using Four M1 Bolts, Four W1 Washers and Four N1 Nuts, two each per cross support connection. Tip: Adjust 

loft width so that the inside of outer post cup edges are as close to width measurement of bed. 

DO NOT OVER TIGHTEN, FINAL 

ADJUSTMENTS MAY BE NEEDED 
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Step 6 Component Step 2 Component 

M1 (4x) N1 (4x) W1 (4x) Step 7 Width 

Step Nine: Using Width measurement number from Step 7, connect Step 2 Assembly Component to Step 6 Assembly 

Component using Four M1 Bolts, Four W1 Washers and Four N1 Nuts, two each per cross support connection. Tip: Adjust 

loft width so that the inside of outer post cup edges are as close to width measurement of bed. 

DO NOT OVER TIGHTEN, FINAL 

ADJUSTMENTS MAY BE NEEDED 
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G  

G (1x) 

Step 8 & 9 

Step 7 Length M2(2x)      N2(2x)   

Step Ten: Using Length measurement number from Step 7, connect Step 8 Assembly Component to Step 9 Assembly 

Component using Rear Angle Support Connector (G) and Two M2 Bolts, Two N1 Washers and Two N1 Nuts.  

DO NOT OVER TIGHTEN, FINAL 

ADJUSTMENTS MAY BE NEEDED 



 

 

 

        

 

 

 

 

                                                                                                                                                 

 

 

 

 

 

 

 

    

 

 

11 Step Eleven: Set bed frame on top of assembled bed loft. Make final length and width adjustments. For best 

results, bed frame legs should be snug and pressed against sides of post cups. All beds are slightly different so 

all four posts may not sit perfectly in each cup corner. Avoid centering bed frame legs inside loft post cups.     



 

 

 

 

 

 

 

 

 

 

 

 

12 
Step Twelve: Once bed is set and loft frame is adjusted, firmly tighten all bolts.     


